
TUBULAR WOVENS

PROPERTIES

800.342.7738
garrettleather.comFiberDye®

PRODUCT CERTIFIED 
FOR LOW CHEMICAL 
EMISSIONS: 
UL.COM/GG
UL 2818

TEST PERFORMANCE

ENVIRONMENTAL
GREENGUARD Gold
Indoor Air Quality:
Certified

FLAMMABILITY
California Technical Bulletin  
117 2013 Section E Flammability Test:
Certified

FAR 25.853 (a) Am. 25-116, App. F,  
Part I (a)(1)(ii) Federal Aviation 
Regulation for Flammability Resistance: 
May be treated to meet requirements

IMO Part 8: Upholstered Furniture  
International Marine Organization
3.1 Cigarette Ignition:
Passed

IMO Part 8: Upholstered Furniture  
International Marine Organization
3.2 Propane Flame:
Passed

NFPA 260  
National Fire Protection Association  
Cigarette Ignition Resistance:
Certified

DESCRIPTION
Italian natural grain, vegetable tanned 
leather. Available in 4 colors, 2 patterns, 
and 3 sizes.

THICKNESS
2.4 mm - 2.6 mm

SIZE
Small = 1“ inside diameter
Medium = 1.375” inside diameter
Large = 1.875” inside diameter

WEIGHT
6.4 - 12.8 oz per yard

GRAIN CHARACTERISTICS
Natural variations

FINISH CHARACTERISTICS
Light wax

Excellent. Recommended for any tubular fixture such as hand railings, door handles, mirror frames, lamp stands, 
curtain rods, drawer pulls, table legs. Tubular Wovens will develop a rich patina over time with use.

DURABILITY


