**PROPERTIES**

<table>
<thead>
<tr>
<th>Description</th>
<th>Thickness</th>
<th>Grain Characteristics</th>
</tr>
</thead>
<tbody>
<tr>
<td>Full grain vegetable tanned leather. Leather,</td>
<td>1.2mm - 2.4mm</td>
<td>Natural variations</td>
</tr>
<tr>
<td>leather/fabric and leather/metal combinations.</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Available in 31 in-stock patterns.</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Weight</td>
<td>Finish Characteristics</td>
</tr>
<tr>
<td></td>
<td>5.25 - 11.0 oz per sq. ft.</td>
<td>Light wax</td>
</tr>
<tr>
<td>Size</td>
<td></td>
<td></td>
</tr>
<tr>
<td>54” width</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Sold by the yard</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**TEST PERFORMANCE**

**ENVIRONMENTAL**
- **GREENGUARD**
  - Indoor Air Quality
    - Certified

**FLAMMABILITY**
- California Technical Bulletin 117 Section E Flammability Test
  - Certified
  - Federal Aviation Regulation for Flammability Resistance
    - May be treated to meet requirements
- IMO A.652(16)8.2
  - International Marine Organization Smouldering Cigarette Test
    - Passed
- IMO A.652(16)8.3
  - International Marine Organization 20 Second Butane Flame Test
    - Passed
- NFPA 260
  - National Fire Protection Association Cigarette Ignition Resistance
    - Certified
- Avion maybe used in California TB 133 applications with suitable fire backers.

**DURABILITY**

All patterns are cotton fabric backed.

Wovens are ideal for low to moderate traffic areas. Recommended for upholstery and as an accent on outside backs and sides of furniture.

Each pattern will age gracefully, developing a rich patina with use.